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1 ITEM 207.11 M / 207.14 M TOP COURSE
‘ GEOTEXTILE SEPARATION / STABILIZATION BINDER COURSE
UNDERDRAIN PIPE BASE COURSE
40mm ITEM 403.178302 - HOT MIX ASPHALT TYPE 6 F3 TOP COURSE SUBBASE COURSE
40mm ITEM 403.138902 - HOT MIX ASPHALT TYPE 3 BINDER COURSE
85mm ITEM 403.118902 - HOT MIX ASPHALT TYPE 1 BASE COURSE
TYPICAL EDGE OF
350mm ITEM 304.15 M - OPTIONAL TYPE SUBBASE COURSE (EXISTING PAVEMENT MATERIAL PAVEMENT SECTION
MAY BE REUSED IN THE LOWER 100mm OF SUBBASE PROVIDED MATERIAL CONFORMS T0 NOT TO SCALE
NYSDOT STANDARD SPECIFICATIONS, SECTION 304.2.02)
TYPICAL ROADWAY SECTION
0.7m SEE ROADWAY
TYPICAL SECTION
MEET EXISTING 2.0/
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0.Tm VARIES VARIES 0.7m SEE ROADWAY -

TYPICAL SECTION
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ITEM 203.02 M - UNCLASSIFIED

MEET EXISTING EXCAVATION AND DISPOSAL

MEET EXISTING
GROUND

GROLND
0.9m SEE ROADWAY ITEM 613.0101 M - TOPSOIL
TYPICAL SECTION ITEM 610.0203 M - ESTABLISHING TURF
e -
AN
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--------- CONCRETE
CUTTER TYPICAL OPEN SECTION
| LEFT RIGHT
===
100mm ITEM 613.0101 M - e STA. 1+B15 TO STA. 1+905 STA. 14365 TO STA. 1+455
TOPSQIL ‘ Tty STA. 2+355 TO STA. 2+400 STA. 1+470 TO STA. 14575
COMBINATION STORMWATER - ¥ iy 05 10 3 1es
ITEM 203.02 M - UNCLASSIFIED AND UNDERDRAIN PIPE M- -czzzzzzzz====1 STA. 14995 TO STA. 2+205
EXCAVATION AND DISPOSAL ' STA. 2+325 TO STA. 2+400
i STA. 2+460 TO STA. 2+895
IE?T&B%?A%?TMRF S STORMWATER PIPE —CRUSHED STONE AND/OR STA. 24925 TO STA. 3+015
SELECT BACKFILL STA. 3+045 TO STA. 3+480
STA. 3+510 TO STA. 4+120
1.2m
ALTERNATIVE 6 (70 KM/H)
ALL DIMENSIONS ARE IN m UNLESS OTHERWISE NOTED
TYPICAL SWALE SECTION TYPICAL GUTTER SECTION —
LEFT RIGHT LEFT RIGHT
STA. 14800 TO STA. 1+815 STA. 1+455 T0 STA. 1+470 STA. 1+365 TO STA. 1+800 STA. 1+530 TO STA. 1+605
STA. 2+325 TO STA. 2+355 STA. 14575 TO STA. 1+590 STA. 1+905 TO STA. 2+325 STA. 1695 TO STA. 1+800
STA. 2+655 TO STA. 2+910 STA. 2+400 TO STA. 2+655 STA. 1+905 TO STA. 1+995
STA. 3+060 TO STA. 3+180 STA. 2+910 TO STA. 3+060 STA. 2+205 T0 STA. 2+500
STA. 3+255 TO STA. 3+825 STA. 3+180 TO STA. 3+255 STA. 2+295 TQ STA. 2+325 SIGNATURE DATE
STA. 3+900 TO STA. 4+120 STA. 3+825 TO STA. 3+900 STA. 2+400 TO STA. 2+460

STA. 2+895 TO STA. 2+925
STA. 3+015 TO STA. 3+045

STA. 3+480 TO STA. 3+510 TYPICAL SECTIONS
0 0.5 1 1.5 2 2.5 M
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